Specifications table

Subject area
Biology, Agricultural engineering More specific subject area
Crop ecophysiology, Agronomy, Irrigation management Type of data 
Value of the data
The data provide maize growth, development, yield and evapotranspiration (ET, i.e. consumptive use of water from the crop system) with restricted water availability at different times of the season (late-vegetative and grain-filling periods).
The data can be used to parameterize and/or validate models on crop production and water use. The data can be used to calculate crop water use efficiency and examine environmental and managerial effects on crop productivity.
Data
Data on maize growth, canopy development, yield and ET were gathered from field plots in a semi-arid crop research farm located in Weld County, which is the most productive agricultural county in Colorado and the ninth most productive in the US (Fig. 1) [1] . Data were collected from large plots, approximately 43 m long by 9 m wide. Raw data were included, where useful independently, in addition to the data derived from this raw data. Raw meteorological data are available elsewhere (http://www.coagmet.com, station GLY04) but included here after being subjected to additional quality protocols and filling in missing data from nearby weather stations.
Experimental design, materials, and methods
Data on maize growth, development, yield and ET were gathered from field plots located at the USDA-ARS Limited Irrigation Research Farm (LIRF) located near Greeley, CO USA (40°26 0 50″N, 104°38 0 12″W, 1425 m elevation), which receives approximately 215 mm of precipitation during the growing season (May-October). These data were collected from 12 irrigation treatments replicated in individual plots within each of four blocks and rotated between two fields among years (a total of 48 plots each year). Irrigations were applied every 4-5 d to meet a percentage of crop ET requirements during target growth stages. Data collection is described in detail elsewhere [2] . Agronomical information was documented. Canopy cover was determined from nadir digital images collected twice weekly through the irrigation season until full cover was reached. Leaf area index (LAI) was collected destructively four times through the season. Plant height was collected twice a week in 2012 and every 1-2 weeks in 2013 until the plants tasseled. Meteorological data are provided hourly. Soil moisture was collected before and after each irrigation and used in combination with crop and meteorological data to calculate and verify crop ET through water balance. All data were screened and a few removed when plots had poor stand or when equipment was not working correctly. Soil pits were dug perpendicular to two rows in 2013. Twodimensional soil moisture profiles were mapped to determine if soil moisture measurements collected near the drip lines were representative of the horizontal distribution as needed for calculating an accurate water balance (Fig S1) . Additional economic parameters calculated using these data are given elsewhere [3] . The experiment that supported this data collection also supported other data collection, such as infrared thermometry and sap flow, and crop modeling presented elsewhere [4] [5] [6] [7] [8] [9] [10] [11] [12] [13] .
